EXTERNAL

EXTRA REINFORCING BARS ABOV[—/;

AND BELOW OPENING - AS PER
PROJECT ENGINEERS
SPECIFICATION SUPPLIED

FIBRE CEMENT SHEET:

OPTIONAL CHAMFER CUT TO
EXTERNAL PERFORMED ON SITE;
BY OTHERS T~

AFS LOGICWALL\’;

NOTE: THE USE OF THIS DETAIL WILL
REQUIRE COORDINATION WITH
WINDOW MANUFACTURER AND
INSTALLER AND WILL NEED TO BE
DETAILED ON A PROJECT SPECIFIC
BASIS AND SPECIFIED ACCORDINGLY

INTERNAL

; USTOM FORMED BLANK CLOSING
g STUD TO SUIT HEAD + SITE

SECTIONS

SEAL THE VERTICAL AND HORIZONTAL
FIBRE CEMENT/CONCRETE WINDOW
SURROUNDS WITH PAINTABLE WATER
PROOF MEMBRANE PRIOR TO FITTING
OF SUBFRAME OR APPLICATION OF
ANY FINISHES, BY OTHERS. ENSURE
PRODUCT USED IS COMPATIBLE WITH
SPECIFIED FINISHES

T SILL SECTION TO BE CUT ONSITE

PLUS REBATED WITH TEMPORARY
TIMBER MEMBER, BY OTHERS.
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