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TENSION CABLE

SLIP JOINT REQUIRED TO
STRUCTURAL ENGINEER's
DETAIL

INTERNAL

VVERTICAL AND
HORIZONTAL
REINFORCEMENT TO
ENGINEER'S DETAIL

AFS LOGICWALL

TWO CONTINUOUS BEADS OF SEALANT UNDER
FLOOR TRACK ON ALL EXTERNAL WALLS AND
INTERNAL SEPARATION WALLS BY AFS
LOGICWALL INSTALLATION CONTRACTOR

—PAINTABLE WATERPROOFING MEMBRANE

ALTERNATIVE PT FLOOR
PLAN OPTION

(AS SPECIFIED BY
STRUCTURAL ENGINEER)
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e, a®  CONCRETEFLOORSLABTO :
* ENGINEERSDETALS -

LSTEEL CLINCHING ANGLE AND

AFS FRAME WITHIN SLAB ZONE
(CAN BE REMOVED ONSITE
WHERE REQUIRED)

——50mm PVC SLEEVE OVER STARTER
BARS IN SLAB ZONE (GROUTED
AFTER INITIAL TENSION)

AFS LOGICWALL

AFS LOGICWALL POST-TENSIONED DETAIL

AFS Walling Solutions

PO Box 234, Minto NSW 2566
110 Airds Road, Minto NSW 2566
Phone: 1300 727 237

Fax: 1300 715 237

Web Page: www.afswall.com.au
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